DW4751

IN-GROUND WELL LIGHT
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P Material: Powder Coated Cast Aluminum with PVC Sleeve B N S .
P Lens: (lear, Heat Resistant, Tempered Glass | Ll - — ' :
................................................................................................. 4 i (AN h (> 1N .
MODEL LAMP | ILLUMINANT | WATTS | VOLTS | LAMP(S) 248" | P"— a2 o i
NUMBER TYPE TYPE (W) (V)  |INCLUDED? 6.5mm 1?6306
| [ | .50mm
DW4751 PAR38 | INCANDESCENT | 90 120 NO LI S— 487" . » - =
DW4751-LED18F | PAR38-LED | LEDFLOOD 18 120277 | YES 123.68mm | G
DW4751-LED18S | PAR38-LED LED SPOT 18 120-277 YES :
DW4752 $13-GU24 | FLUORESCENT | 13 120 YES "\ y
b P
DW4753 $26-GU24 | FLUORESCENT 26 120 YES A < -~
------------------------------------------------------------------------------------------------ A Y -'—\—_-—'—" o 1
» Installation Type: Rated for In-Ground Soil and Concrete Applications ' o . A
p Available Finish: Black, Bronze, Verde Green, Stainless Steel 304 —
> ETL Approved Stainless Steel 304 Cover Specs
Overall Dimensions: . : .
et 7 T 3 75D NOW Available in Stainless Steel 304
Weight: 3.0 Ibs D
Approximate Wire Length: 15” ABMA
Box Dimensions:
11.00"H x 8.00"W x 8.00"D L I H T I N G

DABMAR LIGHTING INCORPORATED
2140 Eastman Ave . Oxnard, CA 93030 . 805.604.9090 . f: 805.604.9050 . www.dabmar.com



